
www.benito.com

Barcelona T +34 938 521 000 Madrid T+34 916 436 964 info@benito.com www.benito.com

 
EUROPE: France +33 0 468 210 992  Portugal +35 1 308 802 832  Italy +39 02 89 877 711  Romania +40 318 110 991  Poland +48 223 971 508 Russia +7 499 504 28 76 

ASIA China +86 1 063 705 530
AMERICA: USA +1 617 778 29 47 Argentina +54 1 159 844 113 Chile +56 2 938 20 35 Mexico +52 5 546 319 722 Brazil +55 1 139 570 340 Peru +51 1707 1369  

Ref. Ø A Ø B H H1

H211AP 300 mm 200 mm 410 mm -

Ø
A

H
H
1

ØB

H211AP

Universal

H211AP

410mm



Barcelona T +34 938 521 000 Madrid T+34 916 436 964 info@benito.com www.benito.com

 
EUROPE: France +33 0 468 210 992  Portugal +35 1 308 802 832  Italy +39 02 89 877 711  Romania +40 318 110 991  Poland +48 223 971 508 Russia +7 499 504 28 76 

ASIA China +86 1 063 705 530
AMERICA: USA +1 617 778 29 47 Argentina +54 1 159 844 113 Chile +56 2 938 20 35 Mexico +52 5 546 319 722 Brazil +55 1 139 570 340 Peru +51 1707 1369  

Acero zincado con imprimación epoxi y pintura poliéster en polvo color negro forja. Instalación: Mediante 3 tornillos de anclaje 

Dynabolts.

Acier zingué avec couche primaire époxy et thermolaquage polyester noir de forge. Installation : par 3 chevilles d'ancrage Dynabolt.

Galvanised steel with epoxy primer coating and black wrought iron coloured polyester powder coated finish. Fitting: 3 Dynabolt 

anchors.

Aço zincado com imprimação epóxi e pintura poliéster em pó de cor preto forja. Instalação: Através de 3 parafusos de fixação 

Dynabolts.


