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UM396H

Ref. A B H H1

UM396E 2000 mm 630 mm 510 mm -

UM396H 2000 mm 630 mm 510 mm

UM396ECVUM396ECA UM396ECM KIT

Opcional  I  En option  I  Optional 

100

Trau

www.benito.com

UM396E

http://www.benito.com/prod/tec/UM396H_FT.pdf
http://www.benito.com/prod/pro/UM396E_FP.pdf


www.benito.com

Barcelona T +34 938 521 000 Madrid T+34 916 436 964 info@benito.com www.benito.com

 
EUROPE: France +33 0 468 210 992  Portugal +35 1 308 802 832  Italy +39 02 89 877 711  Romania +40 318 110 991  Poland +48 223 971 508 Russia +7 499 504 28 76 

ASIA China +86 1 063 705 530
AMERICA: USA +1 617 778 29 47 Argentina +54 1 159 844 113 Chile +56 2 938 20 35 Mexico +52 5 546 319 722 Brazil +55 1 139 570 340 Peru +51 1707 1369  

Dubai +971 566 506 930  India +91 9560 695 254

Acero galvanizado con tratamiento Ferrus, proceso protector del hierro, que garantiza una óptima resistencia a la corrosión. Pies 

imprimación epoxi y pintura poliéster en polvo color negro forja y asiento imprimación epoxi y pintura poliéster en polvo color gris 

plata RAL 9006. Anclaje recomendado: Tornillos de fijación al suelo de M10 según superficie y proyecto.

Acier galvanisé avec le traitement Ferrus, processus protecteur de l’acier qui garantit une résistance optimale à la corrosion. Fini-

tion pieds avec primaire époxy + Thermolaquage polyester noir de forge et siège avec primaire époxy + Thermolaquage polyester 

RAL 9006. Scellement recommandé: Tiges de scellement filetées de M10 en fonction du sol et du projet.

Galvanized steel treated with Ferrus treatement, a protector process which guarantees a high resistance to the rust conforming 

to the spray salt fog test. Supports with epoxi primer coating and polyester black forge powder coating finish and seat with epoxi 

primer coating and polyester silver grey RAL 9006 powder coating finish. Recommended anchorage: M10 fixing bolts for anchoring 

to the ground, depending on the surface and the project.
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